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SDR-11

Wall
Type

 ½”
 0.840
 0.004
 8
 16

Min. Wall (in)

Wall Tolerance +

Avg ID (in)

Weight (#/ft)

Safe Working Load

Standard Packaging (SPQ) feet

Minimum Order Quantity (MOQ) feet

CU-Clad Wire Size AWG

Dura-Line Part #

Pipe Size
Nom OD (in)
OD Tolerence +/–
Bend Radius (in) – Supported
Bend Radius (in) – Unsupported

0.076

0.020

0.668

0.079

440

18

10010494

FEATURES:

 • 1/2” diameter SDR 11 locatable conduit

 • Wire is 18 awg copper clad 30.041 ohm/1,000 ft 68°F

 • No special tools required

 • Easily connected with standard couplers

 • Splice Kits available

 • Pre-installed 1,250 lbs Pull Tape

PinPoint Jacket PinPoint Wire
Copper Clad 18 AWG

SILICORE Lining

High Tensile HDPE

PinPoint
Splice Kit

  
Dura-Line # Product Description 

20001526 PinPoint Splice Kit – 2 splices per kit  (coupler sold separately)

• PinPoint conduit works with any standard conduit coupler
• Splice Kit contains parts to connect a water-tight, electrical connection for the PinPoint wire


